
ABM12
1.6 x 1.2 x 0.45mm

MINIATURE CERAMIC SMD CRYSTAL 

STANDARD SPECIFICATIONS:

OPTIONS & PART IDENTIFICATION: (Left blank if standard)

FEATURES: APPLICATIONS:

Parameters Minimum Typical Maximum Units Notes 
e  Range 24.000 80.000 

Standard encies 26.000, 32.000 and 36. (Contact Abracon for 
other cies) 

Operation Mode ental 
Operating T -10 +50 ºC Option "blank," See options 

Storage T -40 +85 ºC 
e  Tolerance @+25°C -50 +50 ppm 
e Stabili  the Operating 

T  ( ref. to +25°C) -50 +50 ppm 

Equivalent series resistance (R1) 200 24.000~39.999
100 40.000~80.000 

 capacitance (C0) 5 pF 

Load capacitance (CL) 8 pF 

el 10 100 µ

Aging -5 +5 ppm @25°C±3°C 
First 

Ins lation Resistance 500 @ 100Vdc ± 15V 

Pb  RoHS/RoHS II Compliant

Moist re Sensit it  Le el (MSL) – This prod ct is rmeticall  Sealed and not Moist re   Sensit MSL = N/A: Not Applicable 

 
 ABM12 -  M z -     - R  - - 

 
Frequency in MHz 
lease specif  the 

fre enc  in M z. 
e.g. 26.000M z  

Packaging 
Blank: B lk 

T: 1kpcs / reel 
T3: 3kpcs / reel 

Load Capacitance 
Blank: 8pF 

5: 5pF 
6: 6pF 
7: 7pF 

Freq. Stability 
Blank: ± 50 ppm 
G: ± 15 ppm (*) 

X: ± 20 ppm  (*) 
Y: ± 30 ppm 
Q: ± 100 ppm 

Custom ESR if 
other than standard 

R
: Specif  a al e in 

 (e.g.: R40) 

Operating Temp. 
Blank: -10°C ~ +50°C 

A: -10°C ~ +60°C 
B: -20°C ~ +70°C 
D: -40°C ~ +85°C 

Freq. Tolerance 
Blank: ± 50 ppm 

7: ± 15 ppm  
2: ± 20 ppm 
4: ± 30 ppm 

Contact Abracon for other al es 
 *Contact Abracon for 

availability

Option "blank," See options 

Option "blank," See options 

Option "blank," See options 

1: ± 10 ppm (*)  

*Contact Abracon for 
availability
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ABM12
MINIATURE CERAMIC SMD CRYSTAL 

Dimensions: mm

OUTLINE DRAWING: 

1.6 x 1.2 x 0.45mm
Pb  RoHS/RoHS II Compliant

Pin 2 is connected to the metal lid (*1). 
(Please connect to GND)

1.2 ± 0.15

1.6 ± 0.15

Pin #2: GND
Pin #4: NC

Note 1: Due to material availability, the outline and finish color of the component lid may vary. This 
variation in no way affects the electrical performance of the product. 

Note 2: Due to material availability the chamfer could be located on pin #1, 2 or 4. Be advised that
the chamfer location has no impact on the electrical performance of the device.
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ABM12
MINIATURE CERAMIC SMD CRYSTAL 

Reflow Profile [JEDEC J-STD-020]

1.6 x 1.2 x 0.45mm
Pb  RoHS/RoHS II Compliant

Table 1 
SnPb Eutectic Process 
Classification Temperatures (Tc) 
Package 
Thickness 

Volume mm3 

<350 
Volume mm3 

>350

<2.5 mm 235 ÁC 220 ÁC 
>2.5 mm 220 ÁC 220 ÁC 

Table 2 
Pb-Free Process 
Classification Temperatures (Tc) 

Package 
Thickness 

Volume mm3 

<350 
Volume mm3 

350-2000
Volume mm3 

>2000

<1.6 mm 260 ÁC 260 ÁC 260 ÁC 
1.6 mm - 2.5 mm 260 ÁC 250 ÁC 245 ÁC 

>2.5 mm 250 ÁC 245 ÁC 245 ÁC 

Profile Feature Sn-Pb Eutectic 
 Assembly 

Pb-Free 
Assembly 

Preheat / soak 
  Temperature minimum (Tsmin) 100ÁC 150ÁC 
  Temperature maximum (Tsmax) 150ÁC 200ÁC 
  Time (Tsmin to Tsmax) (ts) 60 - 120 sec. 60 - 120 sec. 
Average ramp-up rate (Tsmax to TP) 3ÁC/sec. max 3ÁC/sec. max 
Liquidous temperature (TL) 183ÁC 217ÁC 
Time at liquidous (tL) 60 - 150 sec. 60 - 150 sec. 
Peak package body temperature (TP)* see Table 1 see Table 2 
Time (tp)** within 5ÁC of the specified classification temperature (TC) 20 sec. 30 sec. 
Ramp-down rate (Tp to Tsmax) 6ÁC/sec. max 6ÁC/sec. max 
Time 25ÁC to peak temperature 6 min. max 8 min. max 
Reflow cycles 2 max 2 max 
*Tolerance for peak profile temperature (TP) is defined as a supplier minimum and a user maximum.
**Tolerance for time at peak profile temperature (tp) is defined as supplier minimum and a user maximum.
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ABM12
MINIATURE CERAMIC SMD CRYSTAL 

TAPE & REEL: 

1.6 x 1.2 x 0.45mm
Pb  RoHS/RoHS II Compliant

Option "-T": Tape and reel (1,000pcs/reel)  
Option "-T3": Tape and reel (3,000pcs/reel) 

Dimensions: mm
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